ANNEX II+III

 TECHNICAL SPECIFICATIONS AND TECHNICAL OFFER
Contract title:  Supply for energy efficient demonstration projects
Publication reference: EuropeAid/132057/C/SUP/BA
Lot 3: Thermostatic Radiator Valves
Column 1-3 should be completed by the Contracting Authority

Column 4-5 should be completed by the tenderer

Column 6 is reserved for the evaluation committee 
Annex III - the Contractor's technical offer

The tenderers are requested to complete the template on the next pages: 

· Column 2 is completed by the Contracting Authority and shows the required specifications (not to be modified by the tenderer), 

· Column 4 is to be filled in by the tenderer and must detail what is offered (for example the words “compliant” or “yes” are not sufficient)  

· Column 5 allows the tenderer to make comments on its proposed supply and to make eventual references to the documentation

The documentation associated with the proposal should clearly indicate 
· Manufacturer, brand name, type and technical characteristics of thermostatic valves 
In order to provide evaluators with precise data and information for justification of compliance of offered equipment with required. Offers that do not permit to identify precisely above mentioned specifications may be rejected by the evaluation committee.

The offer must be clear enough to allow the evaluators to make an easy comparison between the requested specifications and the offered specifications.
Site visits will be held after signature of the contract with the winning bidder to the relevant municipalities in order to double check the exact quantities of each item (in case there are minor deviations with the documents published) and/or for the contractor to familiarize itself with the facilities where the supply items have to be brought and built into. Cost of attendance to this site visit shall be covered by the contractor.

TECHNICAL SPECIFICATION - LOT 3 - THERMOSTIC RADIATOR VALVES
	1.

Item 
	2.

Specifications Required
	3. 
Quantity
	4.

Specifications Offered
	5.

Notes, remarks, 
ref to documentation
	6.

Evaluation Committee’s notes

	3.1
	TRVs with automatic thermostatic heads at radiators tested according to EN 215 to following facilities:

· Zenica, Kindergarten „Dunja“

· Zvornik, Elementary School

Radiator valves shall have following characteristics: 

· nickel-plated surface and internal thread

· for maximum temperature 120°C

· for maximum pressure of 10 bar

· maximum permissible differential pressure 0.6 bar
· marked with the CENCER mark of conformity 

Thermostatic heads shall have following characteristics:

· Robust with protection against vandalism, theft and unauthorized operation

· Equipped with hydro sensor, set value range 8–26 °C, with automatic frost protection

· Installing and dismantling possible only by means of tightening tool and Allen key 

· Control of set value by means of unlocking tool, set value control is locked
· In locked position, set value indicator remains concealed

Delivery of technical manuals, schemes, drawings and other technical documentation about installed equipment. All documents should be delivered in one of official languages in Bosnia and Herzegovina.
	60 units (Zenica)

80 units (Zvornik)


	
	
	

	
	ANCILLARY SERVICES TO BE PROVIDED BY THE CONTRACTOR:

Examining exact number of valves required, of different type (straight, angle and size of connecting pipes).

Removing and refilling liquid of central heating network. Discharge liquid medium from entire network and dispose of as required by local environmentl bi-laws and regulations and refill with new antifreeze liquid (- 15 degrees) after having completed installation and testing of new radiator valves to the required operational pressure of the heating system.  
Dismantling and removing existing radiator valves.

Installation of new TRVs into existing pipe system, at the same location as previous TVRs.

All finishing works for bringing the rooms into aesthetic condition (prime and paint in the color of the existing piping) will be made by the beneficiary.

TEST OF INSTALLATION: Cold pressure test in compliance with EU and Bosnia and Herzegovina standards; leakage repair as needed; Warm test of heating installation; repair as needed.

	140 units and 2 locations
	
	
	

	3.2
	Spare parts as recommended by manufacturer / supplier for 2 years
	1 set per location
	
	
	



