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p 1 /5
Contract title:  Supply for energy efficient demonstration projects
Publication reference: EuropeAid/132057/C/SUP/BA
Lot 4: Thermal insulation material for facades and roofs
Column 1-3 should be completed by the Contracting Authority

Column 4-5 should be completed by the tenderer

Column 6 is reserved for the evaluation committee 
Annex III - the Contractor's technical offer

The tenderers are requested to complete the template on the next pages: 

· Column 2 is completed by the Contracting Authority shows the required specifications (not to be modified by the tenderer), 

· Column 4 is to be filled in by the tenderer and must detail what is offered (for example the words “compliant” or “yes” are not sufficient)  

· Column 5 allows the tenderer to make comments on its proposed supply and to make eventual references to the documentation

The eventual documentation supplied should clearly indicate (highlight, mark) the models offered / brand name, so that the evaluators can see the exact configuration. Offers that do not permit to identify precisely the models and the specifications may be rejected by the evaluation committee.

The offer must be clear enough to allow the evaluators to make an easy comparison between the requested specifications and the offered specifications.
TECHNICAL SPECIFICATION - LOT 4 – THERMAL INSULATION TO FACADES AND ROOF AREAS
	1.

Item Number
	2.

Specifications Required
	3.

Quantity
	3.

Specifications Offered
	4. 
Notes, remarks, 
ref to documentation
	5.

Evaluation Committee’s notes 

	4.1
	Thermal façade material to:

· Visegrad, Elementary school 
· Brcko, Technical school
As to following technical specifications:
Façade composite thermal insulation: Supply to the mentioned site for fixing to existing external surfaces by the beneficiary. All of the following materials are to be supplied in mentioned quantity based on 1 square meter:

· Alu-profiles as base for mounting 1st row of mineral wool insulation board 80 mm thick (1m length) to be fixed to façade of any material
· 8 kg adhesive reinforcing mortar to be mixed with water which can be applied between +5 to 25 degrees outside temperature

· Pressed mineral wool, 80 mm thick as to DIN EN 13162:2006-06 "Thermal insulation products for buildings - Factory made mineral wool (MW) products - Specification" (1 m2)
· PVC anchors (6 pieces / m2) for fixing panels to existing wall of any material
	400 m2
1,360 m2
At 2 locations


	
	
	

	
	· Alkali-resistant reinforcement mesh made of glass fibers 165 g., 4 x 4 (1,1 m2 / m2)
· Sub leveling coat (0,3kg / m2)

· Final weather resistant layer on a silicate, silicone quartz based and decorative mortar 2mm (3,3 kg/m2)

· Alu-profile for all internal (window) corners (0,5 m / m2)

· Alu-profile for external corners (0,5m/m2)
ANCILLARY SERVICES TO BE PROVIDED BY THE CONTRACTOR:

Training of beneficiaries on mounting composite thermal insulation and method of fixing to existing facades at:

· Visegrad, Elementary school
· Brcko, Technical school

10 copies of training material (per location), including application guidelines, in English and Bosnian/Serbian/Croatian languages, to be submitted for approval by beneficiaries and Contracting Authority.

	10 copies x 2 locations
	
	
	

	4.2
	Thermal insulation panels for roof spaces to:

· Zvornik, Elementary school
· Visegrad, Secondary School
As to following technical specifications:
Supply for loose laying on existing horizontal surfaces within existing roof voids:

· extruded polystyrene boards with zero ozone depletion potential (ODP), 100 mm thick, having tong and groove for edges for allowing an interlocking fix 
· being CFC free
· have a high compresive strength and U value
· is and remains 100% moisture resistant.
· 4 kg / m2 adhesive reinforcing mortar to be mixed with water which can be applied between +5 to 25 degrees outside temperature for a 6 point fixing to avoid movement of boards.

ANCILLARY SERVICES TO BE PROVIDED BY THE CONTRACTOR:

Training of beneficiaries on mounting thermal insulation into existing roof surfaces at: 
· Zvornik, Elementary school
· Visegrad, Secondary school

	800 m2

615 m2
At 2 locations

	
	
	

	
	10 copies of training material (per location), including application guidelines, in English and Bosnian/Serbian/Croatian languages, to be submitted for approval by beneficiaries and Contracting Authority.

	10 copies x 2 locations
	
	
	


