ANNEX II + III :
 TECHNICAL SPECIFICATIONS + TECHNICAL OFFER
Contract title: Procurement of ICT equipment and software for information-educational centres for intellectual property rights in Bosnia and Herzegovina- Phase II



Publication reference: EuropeAid/136-996/DD/SUP/BA
Column 1-2 should be completed by the Contracting Authority

Column 3-4 should be completed by the tenderer

Column 5 is reserved for the evaluation committee 
Annex III - the Contractor's technical offer

The tenderers are requested to complete the template on the next pages: 

· Column 2 is completed by the Contracting Authority shows the required specifications (not to be modified by the tenderer), 

· Column 3 is to be filled in by the tenderer and must detail what is offered (for example the words “compliant” or “yes” are not sufficient)  

· Column 4 allows the tenderer to make comments on its proposed supply and to make eventual references to the documentation

The eventual documentation supplied should clearly indicate (highlight, mark) the models offered and the options included, if any, so that the evaluators can see the exact configuration. Offers that do not permit to identify precisely the models and the specifications may be rejected by the evaluation committee.

The offer must be clear enough to allow the evaluators to make an easy comparison between the requested specifications and the offered specifications.
LOT 1 – IT and presentation equipment
	1.

Item Number
	2.

Specifications Required
	3.

Specifications Offered
	4. 
Notes, remarks, 
ref to documentation
	5.

Evaluation Committee’s notes 

	1.1
	Automated CD/DVD duplicator –  1 pcs
· Capacity for 50 discs ( minimum) 
· 2 drives (minimum)
· Write speed 15 DVD/h (minimum)
· Write speed 25 CD/h (minimum)
· Printer resolution 1200 dpi (minimum)
· Color print (required)
· USB interface
· Voltage 220-230V 
· Supporting operating systems  Windows XP / 7 
	
	
	

	1.2
	NAS (Network Attached Storage) – 3 pcs
· Capacity 16TB (minimum)
· Hard drives type SATA 6Gb/s (minimum
· 4 Bays for HDD, Hot-swap (minimum)

· Tower configuration (required)
· RAID controller with support for RAID 0,1,5 level ( required)

· Voltage 220-230 V


	 
	
	

	1.3
	Interactive LCD LED board – 3 pcs

· Display size diagonal 65-70 inch ( required)

· Screen technology LCD LED (required)
· HDMI, VGA(RGB) input (minimum)

· Response time 8ms ( maximum)
· Brightness 300 cd/m2 (minimum)
· Resolution 1920x1080 (minimum)

· Voltage 220-230V

· Aspect ratio 16:9

	
	
	

	1.4
	Multifunctional copier / scanner / printer – 9 pcs

· A3 printing / copy / scan support (required)
· Print speed A3 14 ppm (minimum)
· Print speed A4 25 ppm (minimum)
· Laser printer technology (required)
· Color printing 
· Network printer (required)
· Duty cycle 70 000  pages(minimum)
· Voltage 220-230V

· Copy resolution (600x600 minimum)
· Scan resolution (600x600 minimum)
· Paper handling input tray 1000 sheets (minimum)
· Scanner (required)
· Duplex printing (required)
	
	
	

	1.5
	Laptop – 2 pcs

· Display size  diagonal between 15 and 17.3 inch (required)

· Screen technology LCD LED (required)
· Wireless LAN 802.11b/g/n  (minimum)
· Hard disk size 500GB (minimum)
· RAM DDR 4GB (minimum)
· Procesor passmark score 4000 (minimum)
· Resolution 1920 x 1080 (minimum)
· Voltage 220-230 V (required)
· Bluetooth (required)

· Preinstalled operating system compatible with MS Active Directory
	
	
	

	1.6
	LCD digital signage (public display)– 3 pcs

· Display size diagonal 42 inch (minimum)

· Screen technology LED (required)
· Signal input DVI-D, VGA, HDMI (minimum)

· Response time 10 ms (maximum)
· Contrast ratio 1000 : 1 (minimum)
· Brightness 450 cd/m2 (minimum)

· Mean time between failures MTBF 50000 h (minimum)
· Resolution 1920 x 1080 (minimum)
· Operating temperature range 0-40 oC

(minimum) 

· Voltage 220 – 230V (required)
· Constant operation 24/7 (required)
· Aspect ratio 16:9 (required)


	
	
	

	1.7
	Projector – 2pcs

· Resolution 1920 x 1080 (minimum) 
· Technology DLP or 3 LCD (required)
· Signal input VGA, HDMI (minimum) 

· Lamp life 4000 hours (minimum)
· Brightness 2000 lumens (minimum)
· Aspect ratio 16:9 (required)
· Voltage 220-240 V (required)
· Contrast 8000:1 (minimum)


	
	
	

	1.8
	Scanners – 6 pcs

· Scanner type: flatbed with ADF (required) 
· Scanner format A4 (210x297mm) paper size support (minimum)

· Automatic duplex scanning (required )
· Automatic Duplex Feeder –ADF (required )
· ADF capacity minimum 80 sheets (minimum)
· Daily duty cycle 3.000 pages (minimum)
· Optical scan resolution 600 dpi (minimum)
· Scan speed 30ppm, 200dpi b/w quality (minimum)
· Connectivity USB V2.0 (minimum)
· Windows XP,7, 8 TWAIN driver support (minimum )


	
	
	

	1.9
	UPS (for NAS) – 3 pcs

· UPS technology Online Double conversion (required) 

· Tower model (required)
· Power Rating 2000VA (minimum)
· Real Power Rating 1700W (minimum)
· Input Voltage range 170-270 Vac (minimum)
· Output Voltage 220 Vac (required)
· Noise level <55 dBA (required)
	
	
	


FOR LOT 1: Installation on site: The length of on-site training shall be adequate to the technical characteristic of the equipment supplied and shall allow the final user to property handle the equipment
The equipment should be delivered with all technical documentation necessary for installation, operation and maintenance in English language.

LOT 2 – Equipment for printing office 
	1.

Item Number
	2.

Specifications Required
	3.

Specifications Offered
	4. 
Notes, remarks, 
ref to documentation
	5.

Evaluation Committee’s notes 

	2.1
	Electric programmable guillotine (for paper cutting) – 1 pcs

· Cutting length: 470 mm (minimum)
· Cutting height: 50mm (minimum)
· Table depth: 450mm (minimum)

· Power supply: 220-240 V (required)
· Programmable back gauge (required)
· Automatic clamp (required)
· Weight: 300 kg (maximum)
· Optical cutting line (required)
· Programmability (required)


	
	
	

	2.2
	Automatic desktop binding machine ( perfect binder) – 1 pcs
· Paper size supported 210 mm x 297 mm (minimum)
· Automatic binding technology (required)
· Binding thickness 25 mm (minimum)
· Binding capacity 70 books per hour (minimum)
· Binding type: hot glue (required)
· Voltage 220-230V (required)

	
	
	

	2.3
	Multifunctional punch / wire and comb binder – 1 pcs
· Paper size supported A4 (minimum)
· Wire binding support (required)
· Comb binding support (required)
· Punch capacity 20 sheets 80gsm paper (minimum)
· Diameter scale (required)
· Wire binding capacity  100 pages (minimum)
· Comb binding capacity 400 pages (minimum)
	
	
	


FOR LOT 2: Installation on site: The length of on-site training shall be adequate to the technical characteristic of the equipment supplied and shall allow the final user to property handle the equipment

The equipment should be delivered with all technical documentation necessary for installation, operation and maintenance in English language.
LOT 3 – Server room air conditioning equipment 
	1.

Item Number
	2.

Specifications Required
	3.

Specifications Offered
	4. 
Notes, remarks, 
ref to documentation
	5.

Evaluation Committee’s notes 

	3.1
	Air condition for server room – 3 pcs

· Cooling power 5kW (minimum)
· Heating power 5kW (minimum)

· Temperature range cooling -15 oC- +40 oC (minimum) 
· Temperature range heating -12oC - +15oC

(minimum)

· Auto restart function (required)
· Wall mounting (required)
· Voltage 220-230V (required)
· Inverter technology (required)
· Continuous operations 24/7 (required)
	
	
	


FOR LOT 3: The equipment should be delivered with all technical documentation necessary for installation, operation and maintains in English language.


