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POZICIJA
OPIS
TT Pozicija ostakljene pregrade sa jednokrilnim
ostakljenim vratima
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S + 8 + A .
- - -konstrukcija pozicije izraden od al. profila,
bez prekinutog termi¢kog mosta , Sirine profila 70mm.
T -vrata i nadsvjetla ostakljeni stakiom 4+12+4mm
N -boja profila po izboru projektanta
A AN o) -cijelu poziciju naruditi u dogovoru sa projektantom i
M N = + investitorom, a izraditi i ugraditi prema uputama
N odabranog proizvodaca
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~N - _ o
Y Sve mjere provijeriti na licu mjesta .
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s e Vel pozicije:373/314
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DESCRIPTION
Item 12- Single-leaf glazed door with fixed glazed part
o - The structure of the item is made of aluminum profiles
0'73 Fo' without the thermal bridge, width of the profile 70mm
- Doors and fanlight glazed with glass 4 + 12 + 4 mm
- All the necessary high-quality door finish hardware
is to be provided.
- The color of the profile is at the choice of the designer.
L 122.5 L 133 L 117.5 L The entire item is to be ordered in consultation with
’ ’ 373 ’ ! the designer and the investor, made and installed
+ + following the instructions of the selected manufacturer.
All measures are to be checked on the spot.
Size of the item:133/330cm
SCALE/RAZMJERA 1:50
LEVEL/SPRAT LEFT/LIJEVA RIGHT/DESNA PCS./KOM
BASEMENT FLOOR/
PODRUM 0 0 0
GROUND FLOOR
PRIZEMLJE 1 0 1
1st FLOOR/
PSF:VI SPRAT 0 0 0
2nd FLOOR/
DrI;tUGI SPRAT 0 0 0
3rd FLOOR/
TRECI SPRAT 0 0 0
4th FLOOR/
CETVRTI SPRAT 0 0 0
TOTALPCS./JUKUPNO | 1 | 0 m 1 |

RIGHT/DESNA  LEFT/LIJEVA




