and fire resistant strong wool.

POSITION Fe0 FIRE RESISTANCE F-60
POZICIJA VATROOTPORNOST F-60
DESCRIPTION OPIS
+ 140 + ProtivpoZarna dvokrilna vrata, klasa F-60
| Item 2- fire two-leaf door, Class F-60. Dimenzije vrata: 1400x2100mm
N = Door Dimensions: 1500x2100mm.
Item 2a- fire two-leaf door, VRATA .
Class F-60. Door Dimensions: 1400x2100mm. | “Tam vrata izraden od pocinkovanog
o gelicnog lim
Iid] <  DOOR -krilo vrata: Celi¢ni lim debljin 1 mm
Frame is made of galvanized sheet steel. ojacane celicnim profilima
Door leaf: steel sheet 1 mm thick reinforced | “dovratnik: debljinalima 2 mm
with steel profiles. Frame: metal sheet -debljinakrila 62 mm krilo vrata je
thickness of 2 mm. ispunjeno specijalnim protivpoZarmim
- Leaf thickness 62 mm, materijalima: vatrootporne ploCe i
L 70 , 70 door leaf s filled with special vatrotporna tvrda vuna
fireproof materials: fireproof boards
ZAPTIVANJE

140
210

140

-+
-

SCALE/RAZMJERA 1:50

SEALING

is done in three levels in scope of the frame
using fire-resistant rubber and fire-resistant
expandable straps, the threshold with
firefighting tape.

INSTALLATION
-dry installationon on new
gypsum cardboard wall

FINISHING

anticorrosive protection was

performed by electrostatic - plastification
according to RAL chart, atthe

option of the designer.

ADDITIONAL EQUIPMENT

- Fire steel lock

- Steel door handle coated with PVC

- Hydraulic door closing

* ltem is to be ordered and prepared in
consultation with the designer and
the investor.

* All measures are to be checked on the spot.

-zaptivanje je izvedeno u tri nivoa po obin
rama koriStenjem vatrootpornih gumai
vatrootpornih ekspandirajucih traka

-prag sa protivpozarnom trakom

UGRADNJA

-suha ugradnja na novi zid od
gips-kartonskih ploca

ZAVRSNA OBRADA

-antikorozivna zastita izvrSena je
elektrostatickim putem - plastifikacijom
po RAL karti, prema izboru projektanta

DODATNA OPREMA

-magneti

(za drzanje vrata u otvorenom poloZaju)
-protivpozarna Celi¢na brava

-Celi¢na kvaka presvucena PVC-om
-hidrauli¢no zatvaranje vrata

Poziciju naruditi i izraditi u dogovoru sa
projektantom i investitorom .

*Sve mjere provjeriti na licu mjesta.

LEVEL/SPRAT LEFT/LIJEVA RIGHT/DESNA PCS./KOM
BASEMENT FLOOR/

PODRUM 0 0 2
GROUND FLOOR

PRIZEMLJE 0 0 0

1st FLOOR/

PSRVI SPRAT 0 0 0

2nd FLOOR/

DrI;UGI SPRAT 0 0 0

3rd FLOOR/

TRECI SPRAT 0 0 0

4th FLOOR/

CETVRTI SPRAT 0 0 0
TOTALPCS./JUKUPNO | 0 | 0 2 |

RIGHT/DESNA

LEFT/LIJEVA




