ANNEX II + III: TECHNICAL SPECIFICATIONS + TECHNICAL OFFER for LOT 11 RADIO COMMUNICATION EQUIPMENT

Contract title: Support to the Civil Protection Mechanism
Publication reference: 139040/DH/SUP/BA 
Column 1-2 should be completed by the Contracting Authority

Column 3-4 should be completed by the tenderer

Column 5 is reserved for the evaluation committee 

Annex III - the Contractor's technical offer

The tenderers are requested to complete the template on the next pages: 

· Column 2 is completed by the Contracting Authority shows the required specifications (not to be modified by the tenderer), 

· Column 3 is to be filled in by the tenderer and must detail what is offered (for example the words “compliant” or “yes” are not sufficient)  

· Column 4 allows the tenderer to make comments on its proposed supply and to make eventual references to the documentation

The eventual documentation supplied should clearly indicate (highlight, mark) the models offered and the options included, if any, so that the evaluators can see the exact configuration. Offers that do not permit to identify precisely the models and the specifications may be rejected by the evaluation committee.

The offer must be clear enough to allow the evaluators to make an easy comparison between the requested specifications and the offered specifications.

General requirements for this LOT:
1. All technical documentation supplied with the tender must match the Tenderer’s written specifications. The Tenderer must attach printed labels to the documentation, rather than handwritten identification.

2. Where in the Technical Specification reference is made to specific standards and codes for the goods, the provision of the latest edition or revision of the relevant standards and codes in effect shall apply, unless otherwise expressly stated in these documents.

3. If the Specifications define a range or leave room for variation, the Tenderer shall describe in Column 3, Specifications Offered  the exact specifications of the offered item. This requirement applies as well if the Tenderer offers an item within the permitted variation.
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	11.1
	RADIO STATIONS – 10 pieces
The devices shall facilitate communication in crisis situations. The mobile (car) radio stations will be used for communications between the emergency and rescue teams in the field and the command centre.
General requirements:

· Maintenance service available in Bosnia and Herzegovina

· User manual in local language
Minimum requirements:

Frequency range:
· 136-174 MHz
Types of modulations:

· minimum FM/4FSK

Channel spacing: 

· 12.5/20/25 KHz
Number of channels:

· Minimum  10

Operating temperature: 

· -30 °C to +60 °C
Antenna impedance: 
· 50 Ohm
Operating mode: 
· Digital and analogue
Voltage: 
· 12-15 Volt
Device dimensions: 
· Maximum  60x175x210 mm

Receiver:

· Analogue Sensitivity: 0.25 μV @12 dB SINAD 0.22 μV (Typical)
             0.4 uV (20 dB SINAD)

· Digital Sensitivity: 0.3 μV@ 5% BER 
· Frequency Stability: ± 1.5 ppm
Transmitter: 
· VF Power Output: 1-25 Watt
· Frequency Stability: ± 1.5 ppm (parts per million)
· Digital Vocoder: AMBE+2

· Digital Protocol: ETSI TS 102 361-1, -2, -3
· Internal speaker output: 3 Watt

Additional functionalities: 

· LCD display to display the channel number, incl. day/night mode
· Built-in programmable minimum 40 bit encryption

· Possibility of programming with computer

· Connector with digital inputs and outputs whose function is programmable, the possibility of connecting external speaker, external siren
· Shock resistance

· Humidity and dust protection: minimum IP54 
Equipment: 
· Handheld microphone

· Fixed mount car roof antenna, including 5m cable and connector 
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