ANNEX II + III: TECHNICAL SPECIFICATIONS + TECHNICAL OFFER for LOT 9 –AIRCRAFTS 

Contract title: Support to the Civil Protection Mechanism
Publication reference: 139040/DH/SUP/BA
Column 1-2 should be completed by the Contracting Authority

Column 3-4 should be completed by the tenderer

Column 5 is reserved for the evaluation committee 

Annex III - the Contractor's technical offer

The tenderers are requested to complete the template on the next pages: 

· Column 2 is completed by the Contracting Authority shows the required specifications (not to be modified by the tenderer), 

· Column 3 is to be filled in by the tenderer and must detail what is offered (for example the words “compliant” or “yes” are not sufficient)  

· Column 4 allows the tenderer to make comments on its proposed supply and to make eventual references to the documentation

The eventual documentation supplied should clearly indicate (highlight, mark) the models offered and the options included, if any, so that the evaluators can see the exact configuration. Offers that do not permit to identify precisely the models and the specifications may be rejected by the evaluation committee.

The offer must be clear enough to allow the evaluators to make an easy comparison between the requested specifications and the offered specifications.

General requirements for this LOT:
1. All technical documentation supplied with the tender must match the Tenderer’s written specifications. The Tenderer must attach printed labels to the documentation, rather than handwritten identification.

2. Where in the Technical Specification reference is made to specific standards and codes for the goods, the provision of the latest edition or revision of the relevant standards and codes in effect shall apply, unless otherwise expressly stated in these documents.

3. If the Specifications define a range or leave room for variation, the Tenderer shall describe in Column 3, Specifications Offered  the exact specifications of the offered item. This requirement applies as well if the Tenderer offers an item within the permitted variation.
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	General requirements:

· The technical documentation and operating instructions ("manual") in one of the official languages of Bosnia and Herzegovina,
· Aircraft maintenance service available in Bosnia and Herzegovina. 


	
	
	

	9.1
9.2

9.3

9.4


	CLOSED AIRCRAFT (gyrocopter or equivalent) - 1 piece 
Intended use of aircraft is for reconnaissance actions in case of evacuation of mine victims from minefields in "fast response" actions and other accidents.
Minimum requirements:

· Fuel type: unleaded petrol 

· Number of seats: 2

· Number of ports: 2
· Engine: minimum 1200 ccm 

· Power: minimum 100 hp 
· Length: at least 4500 mm

· Width (mm): minimum 1800

· Height (mm): minimum 2800

· Rotor diameter: minimum 8.4  meter
· Minimum endurance: 3 hours
· Minimum  range: 400 km
Equipment:

· Radio communication device installed

· Noise cancelling headphones – 2 sets
· Helmet with intercom system – 4 pieces (2 x L + 2 x XL)

· GPS-based navigation system installed

· Life jackets for flights over the water (x 2), size: adjustable one fit all

· Overalls (x 4 for the two crews) size: adjustable one fit all
OPEN AIRCRAFT (gyrocopter or equivalent) - 1 piece
Intended use for agricultural related assignments.

Minimum requirements:

· Fuel type: unleaded petrol 

· Number of seats: 2
· Engine: minimum 1200 ccm 

· Power: minimum of 100 hp

· Length (mm): minimum 4500

· Width (mm): minimum 1800

· Height (mm): minimum 2800

· Rotor diameter: minimum 8.4  meter
· Minimum endurance: 3 hours

· Minimum range: 400 km

Equipment:
· Radio communication device installed

· Noise cancelling headphones – 2 sets
· Helmet with intercom system – 4 pieces (2 x L + 2 x XL)
· GPS-based navigation system installed
· Life jackets for flights over the water (x 2), size: adjustable one fit all
· Overalls (x 4 for the two crews) size: adjustable one fit all
Spraying equipment for agricultural related assignments

· 120 litre tank for crop spraying

· 9 m spraying arms (foldable)

· GPS controlled

· Adjustable spray quantity: min 1 litre/ minimum up to 60 litre/ minimum 
Adjustable spraying quantity: min 1 L/min up to 60 L/min
Training for items 9.1 and 9.2:

· Training for the staff (x 4) which includes practical and theoretical classes as well as all training materials: each 40 hours of practical classes and 120 hours of theoretical classes for the closed and open aircraft.

· The training shall be provided by a registered training school and prepare for the practical and theoretical exams in order to obtain the pilot license in accordance with the Aviation Law of Bosnia and Herzegovina.
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