ANNEX II + III: TECHNICAL SPECIFICATIONS + TECHNICAL OFFER for LOT 1- Truck and Hydraulic Crane

Contract title: Support to the Civil Protection Mechanism
Publication reference: EuropeAid 139040/DH/SUP/BA
Column 1-2 should be completed by the Contracting Authority

Column 3-4 should be completed by the tenderer

Column 5 is reserved for the evaluation committee 

Annex III - the Contractor's technical offer

The tenderers are requested to complete the template on the next pages: 

· Column 2 is completed by the Contracting Authority shows the required specifications (not to be modified by the tenderer), 

· Column 3 is to be filled in by the tenderer and must detail what is offered (for example the words “compliant” or “yes” are not sufficient)  

· Column 4 allows the tenderer to make comments on its proposed supply and to make eventual references to the documentation

The eventual documentation supplied should clearly indicate (highlight, mark) the models offered and the options included, if any, so that the evaluators can see the exact configuration. Offers that do not permit to identify precisely the models and the specifications may be rejected by the evaluation committee.

The offer must be clear enough to allow the evaluators to make an easy comparison between the requested specifications and the offered specifications.

General requirements for this LOT:
1. All technical documentation supplied with the tender must match the Tenderer’s written specifications. The Tenderer must attach printed labels to the documentation, rather than handwritten identification.

2. Where in the Technical Specification reference is made to specific standards and codes for the goods, the provision of the latest edition or revision of the relevant standards and codes in effect shall apply, unless otherwise expressly stated in these documents.

3. If the Specifications define a range or leave room for variation, the Tenderer shall describe in Column 3, Specifications Offered the exact specifications of the offered item. This requirement applies as well if the Tenderer offers an item within the permitted variation.
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	1.1
1.2
	TRUCK WITH HYDRAULIC CRANE ARM - 1 piece 
Intended use of the truck with hydraulic crane arm is for multipurpose logistical support and certain technical rescue operations. The operation purpose is threefold:

- transport of intermodal container (shipping container) packed with equipment of Medium Urban Search and Rescue team (MUSAR);
- lift and move heavy and bulky cargo, i.e. loading and unloading of intermodal container;

- maneuver and remove obstacles like rock slide, fallen trees, rocks of collapsed buildings, etc..
General requirements:

· The technical documentation and operating instructions ("manual") in one of the official languages of Bosnia and Herzegovina.

· Truck and crane maintenance service available in Bosnia and Herzegovina
Minimum requirements:
Engine:
· Diesel 

· Emission standard Euro 6

· Engine power minimum  205 kW
Transmission:

· Gearshift manual, minimum  6+1 gears

· Decompression engine brake
· Differential lock
Colour: 
· White with reflective self-adhesive labels
Steering wheel:
· Hydraulic power steering adjustable for height and angle
Rear wheels:

· Double
Braking system:
· ABS
Electrical:

· 24V
Tank capacity: 
· Minimum of 200 liters
Vehicle dimensions:

· Total length minimum 7600 mm

· Total width minimum 2550 mm
· Height of the chassis in the range between 1050 mm and maximum 1100 mm.
Exterior dimensions of cargo box:

· Length minimum 6100 mm

· Width minimum 2550 mm

· Aluminum side walls height minimum 600mm

· Additional locks for intermodal (EURO) container
Load:

· Minimum 12 tons
· Minimal towing weight of 1,5 tons
Other:

· AWD option

· Emergency signalling equipment (light and sound)

· Cabin  short
· Number of seats in the cabin: 1+2 
· Number of cabin doors: 2 
· Air condition in the cabin
· Electric window lifter
· Fog lights
· Air compressor
· Tachograph
· Voltage Convertor 24V -12V
· Hook on the rear of the vehicle with the installation for the trailer 
· Heated fuel pre-filter antifreeze
· Fenders forward with mud flaps
· Spare wheel
· Spare wheel holder
· Lift jack
HYDRAULIC CRANE FOR LOADING CARGO AND REMOVING OBSTACLES
· To be mounted behind the cabine of the vehicle
· Two hydraulic extensions
· Maximal horizontal hydraulic reach 8 m
· Minimum load on maximum hydraulic reach 1620 kg
· Stabilizer with manual pulling width minimum 5,14 m
· Hydraulic pump for crane arm
· Hook with the capacity of pulling minimum  8 tons of weight of load
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