ANNEX II + III: TECHNICAL SPECIFICATIONS + TECHNICAL OFFER for LOT 8 – SPECIALIZED COMMUNICATION AND SURVEILLANCE EQUIPMENT

Contract title: Support to the Civil Protection Mechanism
Publication reference: 139040/DH/SUP/BA
Column 1-2 should be completed by the Contracting Authority

Column 3-4 should be completed by the tenderer

Column 5 is reserved for the evaluation committee 

Annex III - the Contractor's technical offer

The tenderers are requested to complete the template on the next pages: 

· Column 2 is completed by the Contracting Authority shows the required specifications (not to be modified by the tenderer), 

· Column 3 is to be filled in by the tenderer and must detail what is offered (for example the words “compliant” or “yes” are not sufficient)  

· Column 4 allows the tenderer to make comments on its proposed supply and to make eventual references to the documentation

The eventual documentation supplied should clearly indicate (highlight, mark) the models offered and the options included, if any, so that the evaluators can see the exact configuration. Offers that do not permit to identify precisely the models and the specifications may be rejected by the evaluation committee.

The offer must be clear enough to allow the evaluators to make an easy comparison between the requested specifications and the offered specifications.

General requirements for this LOT:
1. All technical documentation supplied with the tender must match the Tenderer’s written specifications. The Tenderer must attach printed labels to the documentation, rather than handwritten identification.

2. Where in the Technical Specification reference is made to specific standards and codes for the goods, the provision of the latest edition or revision of the relevant standards and codes in effect shall apply, unless otherwise expressly stated in these documents.

3. If the Specifications define a range or leave room for variation, the Tenderer shall describe in Column 3, Specifications Offered  the exact specifications of the offered item. This requirement applies as well if the Tenderer offers an item within the permitted variation.
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8.2

8.3

8.4
	QUADCOPTER – 3 pieces
Purpose:  to be used for Search and Rescue in Emergency Response
Minimum requirements:
· Minimum operating time at least 25 minutes,

· Minimal range of remote control 1,5 km

· Required working temperature range (0 to + 40 °C)

· Support Android and iOS operating system
· Mobile Device System Requirements
· Minimum iOS 8.0 
· Minimum  Android 4.1.2 
· IP standard protection from environmental influences (at least IP43)

· Automatic avoiding of obstacles
· Automatic camera-based trace function for tracking a moving objects
· Smart "return to home" with avoiding obstacles
· Automatic take-off and landing
· Video Output Port, USB, mini-HDMI
· First-person-view (FPV) goggles
· Option for automatic storage of images on a memory card (minimum  64 GB)
· Shock-resistant

Quadcopter equipment – 3 sets:
· Remote controller
· Integrated battery and spare battery
· Regular charger and car charger
· Mobile device holder to carry tablet or phone
· Support for thermal camera and holder to carry thermal camera
Quadcopter HD camera – 3 pieces
· Digital still images camera with minimum 12 MP and video recording in UHD 4K resolution
· Photo : JPG, DNG
· Video: MP4, MOV
· Supported SD card, micro SD min capacity 64 GB class 10
· Operating temperature  Range 0-40 °C
· Independent camera control 
· Shock-resistant
Training:

1-Day-Training Product on items under 8.1 for 6 staff
THERMAL IMAGING CAMERA FOR QUADCOPTER – 1 piece
· Capture faster, with pinpoint precision, over large areas, then save them for analysis and reporting
· Digital zoom
· Function to snap photos during video recording single or interval shooting modes
· Photo, video preview and download
· Technical and manual compatibility between thermal camera and quadcopter required
· Recording in color
· Shock-resistant

HAND-HELD THERMAL IMAGING CAMERA – 1 piece
· Minimum resolution of image 640x480 pixels
· Sensitivity minimum 30 mK
· Screen minimum 4 inch LCD
· Viewfinder of high resolution
· Selection of additional lenses
· Continuous zoom minimum 8 times
· Automatic optimization of contrast
· Integrated digital camera
· Radius of working temperature minimum  -20 to + 200 °C
· Accuracy up to 1%
· Automatic storage of images on a SD card
· Software for  image processing and report generation
· Possibility of panoramic recording
· Adjustable rotating lens
· Automatic focus
· Isothermal markers, minimum 2  at least two hottest and coldest points in the image
· Shock-resistant: complete protection against fall from minimum 1 m
HAND-HELD GPS – 9 pcs 
Purpose: GPS hand-held apparatus will be used by search and rescue teams  for localisation purposes 
· GPS and GLONASS receiver
· Expandable internal memory with SD card
· Double battery system NIMH or Lithium and AA batteries
· Waterproof, i.e. submersion to 1 meter of water for up to 30 minutes (IPX7)
· Screen size minimum 3 inch
· Uploaded maps of all Europe
· USB port and cable
· Barometric altimeter
· 3-axes compass
· Camera
· The ability to connect wirelessly to compatible devices
· Integrated antenna
· Shock-resistant

	
	
	


15 January 2016
Page 4 of 5
c4f_annexiitechspeciiitechoffer_en.doc                                                    LOT 8 Specialized ICT equipment

